
Indicator Stalk Removal and Self-Cancelling Fix. 
 

The indicator stalk not self-cancelling is a common problem affecting 99% of the coupes out there. 

There are 2 plastic tabs within the hub and a rotating collar that actually pushes the tab back in 

position, which creates the self-cancelling action. The self-cancelling fails to work when the tabs are 

ǿƻǊƴ ŀƴŘ ǘƘŜǊŜ ƛǎƴΩǘ ŜƴƻǳƎƘ ŦǊƛŎǘƛƻƴ ōŜǘǿŜŜƴ ƛǘ ŀƴŘ ǘƘŜ ǊƻǘŀǘƛƴƎ ŎƻƭƭŀǊΦ 

 

This guide illustrates how to rectify the problem by removal of the whole stalk assembly from the 

steering column. It is possible to fix it with the stalks in-situ but it is much easier with it removed (to 

get access to the tabs, most of the dismantling has been done anyway so you might as well just 

remove the whole thing!). 

 

Removing the Indicator Stalk console. 

The first step involves the removal of the steering wheel. Before you do this, make sure the car is 

parked straight with the steering position being flat so that putting wheel back at its original position 

would be easy.  Alternatively, use a dab of paint or Tippex to mark the position of the wheel/column. 

 

Removing the steering wheel will require the airbag to be removed.  

Before you start removing the airbag, make sure your battery is disconnected. You should 

wait at least 10-15 minutes after disconnecting the battery to allow the rest of the current 

to drain.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 



bƻǿ ǘƘŀǘ ȅƻǳΩǾŜ ƳŀŘŜ ǘƘŜ ƴŜŎŜǎǎŀǊȅ ǇǊŜŎŀǳǘƛƻƴǎ ǘƻ ǇǊŜǾŜƴǘ ǇǊŜƳŀǘǳǊŜ ŀƛǊōŀƎ ŘŜǘƻƴŀǘƛƻƴ ƛƴ ȅƻǳǊ 

face, remove the airbag by unscrewing the 3 Allen bolts located behind the steering wheel.  

 

 

 

Once unscrewed, gently lift up the airbag. You will see that it is connected to a yellow cable.





 

 

Carefully unplug the cable off the airbag. Put aside the disconnected airbag face-up at a safe place. 

 

Next, disconnect the horn wiring. It is the brown wire that is connected to the red wire via spade 

connectors. 

 

 



 

With the wires disconnected, you can now loosen the big nut that secures the steering wheel using a 

24mm socket. You might need an extension bar with your socket in order for the ratchet to clear the 

steering wheel. Loosen the nut enough to give slack to the wheel but leave the nut on. 

 

 

 

Next remove the 3 screws that hold the airbag clock-spring located behind the wheel. 



 

 

 

 

 

 


