
Remove, strip and clean the sunroof motor 

 

The sunroof motor seems to get tired over time. It's also possible for its mounting bolts to work 

loose allowing the motor to turn without moving the sunroof. 

 

If the motor fails with the sunroof open, there's a concealed emergency screw which can be used to 

close it, assuming the motor hasn't disengaged from the drive. 

 

 

Here's the light unit; the small plastic plate at the back can be removed along with the single screw. 

 

 



This picture has the light unit removed (see 'how to stop the mirror wobbling') 

 

but this is not necessary to access the large screw-head visible through the circular cut-out. It's not 

apparent that this is a screw-socket since there's a spring-located internal cover, but poking it with a 

large screwdriver will yield dividends. 

 

 

 

 

 

 

 

 

 

 

 



If you want/need to remove the motor then you must start by removing the light unit and mirror 

(see 'how to stop the mirror wobbling'), and then remove the A-pillar trims on both sides: There are 

two Allen keys concealed behind these plastic covers which can be levered out. 

 

 

 

 

 

 

 

 

 

 

 

 



Three plastic trim clips locate the trim - try not to break them when removing them. 

 

 

 

 



The back of the trim is tucked under the A-pillar edge. 

 

 

 



Remove the sunshades and retaining clips from both sides. 

 

 



Remove the two screws that locate the front of the headlining 

 

 you don't need to remove the two which locate the black plate above it. Now the front of the 

headlining can be gently bent downward. I *think* that if you wish you can remove the trim around 

the sunroof opening to improve access but I haven't found it necessary. 

 


